
Security Revolving Doors

Prevent Tailgating and Piggybacking
Only a Boon Edam Tomsed Security Revolving Door can positively and safely prevent unauthorized entry, tailgating and 
piggybacking into your facility, allowing maximum security at your entrances in a completely unmanned environment.

Unlike your existing swing doors that will allow 
virtually anyone to follow your authorized users into 
the building once a door is unlocked and opened, a 
Security Revolving Door from Boon Edam Tomsed 

only allows one authorized user at a time to enter. 
This high level of security is achieved while still 
maintaining high traffic flow of up to 24 people  
per minute.

Security Access

anti-tail •gat• ing: 
preventing entry of unauthorized persons in the trailing 

compartment behind an authorized person



Security Revolving Door Operation
Authorized Entry

The door remains in the closed “X” position when not in use. Upon receiving an authorization signal from an external card reader 
or other access control device, the door is put into “standby” mode. As the person enters the opening, sensors detect this 
presence and rotate the doorset 180° to allow the person through. The door then stops and locks.

If a second person, with authorization, enters the door in the next compartment while the doorset is r evolving, the door will make 
an additional 90° turn and allow the second person through as well.

Unauthorized Entry or Tailgating Attempt

If a person enters without authorization, from either direction, the doorset will immediately stop in the “+” position and an alarm 
will sound. When the unauthorized person steps out, the door will finish its cycle. The door does not need to reverse to force out 
the unauthorized entrant, enhancing safety and improving traffic throughput.

StereoVision
StereoVision, our newest security innovation, was exclusively developed to detect 
and prevent piggybacking in our high security revolving doors. StereoVision is a 
revolutionary overhead sensor system that recognizes shape, size and volume in 
three dimensions. By analyzing the data, the system can determine the number 
of people attempting to enter on one authorization, and block the door when 
piggybacking is detected.

anti-pig•gy•back• ing: preventing simultaneous entry of  
two people in the same compartment

Tailgating Attempt

Piggybacking Attempt

(Door stopped - no 
reversing required )



Tourlock 180+90
The Tourlock 180+90 Security Revolving Door is the ideal solution 
when you need both high security and high traffic flow. Boon Edam 
Tomsed’s state-of-the-art technology, including advanced sensor 
systems, programmable logic controller and variable frequency motor 
drive, make the Tourlock 180+90 the safest, most secure and most 
reliable security revolving door available today, as demonstrated by 
the thousands of worldwide installations.

4-wing automatic operation
Prevents tailgating and unauthorized entry
Prevents piggybacking with optional StereoVision system
Two-way simultaneous high traffic capacity of up to 24 people 
per minute inbound and 24 people per minute outbound
Optional Communication Package includes visual and audible 
annunciations
Compatible with all access control systems
Fail-safe operation for emergency egress
Installs on finished floor (no recess required)
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Tourlock 120
For the budget-conscious, the Tourlock 120 Security 
Revolving Door maintains a high level of security with 
moderate traffic throughput. Reduced maintenance, 
high security and cost effectiveness make the 
Tourlock 120 ideal for many low to moderate traffic 
applications. 

3-wing manual or automatic operation
Prevents tailgating and unauthorized entry
Bi-directional traffic capacity of 15 to 20 people 
per minute
Traffic can only flow in one direction at a time
Fail-safe operation for emergency egress
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Safesec TL5000
The newest generation of the Safesec brand of secur ity revolving 
doors provides excellent protection against tailgat ing and 
unauthorized entry attempts. Reliability and effect iveness have 
been dramatically improved by incorporating proven infrared 
sensor systems and variable frequency motor drive t echnology. 

New ClearView  optional all-glass doorset completely 
eliminates rails and stiles on the door wings for a 
transparent appearance.
4-wing automatic operation for high traffic capacity up to 
24 people per minute

•

•

Applications
Security Revolving Doors are ideal for providing high security 
at high traffic unmanned entrances in buildings such as:

Corporate Offices
Manufacturing Plants
Government Facilities
Data Centers
Financial Institutions
Airports and Transportation Centers
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CHARACTERISTICS
TOURLOCK 180+90 TOURLOCK 120 TOURLOCK 120M SAFESEC TL5000

Std Opt Std Opt Std Opt Std Opt

Automatic Operation • • •
Manual Operation •
Anti-Tailgating • • • •
Anti-Piggybacking •
Simultaneous 2-way Traffic • •
Fail-Safe • • • •
Battery Backup (15 minutes) • • • •
Bullet Resistant (U.L. 1 or 3) •
ClearView  Door Wings • • •
Fire Alarm Operation • • • •
Remote Control Panel • • • •

Features & Options

Footprints & Dimensions

DIMENSIONS
A

Inside
Diameter

B
Outside

Diameter

C
Height Under 

Canopy

D
Canopy
Height

E
Throat 

Opening

Capacity x 
# of Persons
per minute

Tourlock 180+90 6’6” / 7’0” 6’9” / 7’3” 7’0” 1’0” 4’4” / 4’8” 2 x 20

Tourlock 120 7’0” 7’3” 7’0” 1’0” 3’1½” 1 x 15

Tourlock 120M 5’0” / 5’6” 5’3” / 5’9” 7’0” 1’0” 2’2” / 2’5” 1 x 15

Safesec TL5000 6’6” / 7’0” 6’9” / 7’3” 7’0” 1’0” 4’4” / 4’8” 2 x 20

Tourlock 180+90, Safesec TL5000 Tourlock 120 & 120M

Technical Characteristics
Power supply  200-240 VAC, 60 Hz, Single phase 

Power consumption 250 W

Fuse External power supply fused with 16 A slow

Drive System AC motor with variable Frequency Controller

Main Processor Programmable Logic Controller (PLC) customized to meet specific installation requirements
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